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SUBMITTAL
TECHNICAL SPECIFICATIONSGraphic Wall Pads

PROJECT: ____________________________________________________

______________________________________________________________

ARCHITECT: __________________________________________________

CONTRACTOR: _______________________________________________

SUPPLIER: ___________________________________________________

DATE:  _______________________  REVISED:  _____________________

Specifications

Product Description

GENERAL: Graphic Wall Pads shall be provided by Draper, Inc., Spiceland, Indiana. 
Bidder is responsible for verification of job conditions and dimensions.

CONSTRUCTION: Shall consist of 2" thick foam cushioning material bonded to a 7/16" 
thick oriented strand board (OSB) backer and covered with a 14 oz. vinyl covering. Vinyl 
to be rated as self-extinguishing in accordance with California State Fire Code F-230 
and Class A Rated in accordance with requirements of NFPA-101. Vinyl is to be resistant 
to rot, mildew, and fungus. Panel front and edges shall be vinyl wrapped and securely 
stapled to the wood backer so that the backer is not exposed on front or four sides.

ARTWORK: Wall pads can be supplied with school’s mascot, full color photo, sponsor’s 
advertising, or other art the owner may choose. Manufacturer to offer thousands of 
standard images or be able to accept owner-supplied graphics in vector formats. 
Custom artwork is available at an additional charge. 

PRINTING SUBSTRATE: Graphics to be printed on Draper standard leather grain 
embossed wall pad vinyl available in 14 colors (see selections below).

PRINTING PROCESS: Graphics are to be printed by a digital 4-color process. Digital 
printing process utilizes ultraviolet curable inks safe for the environment and has great 
adhesion properties. Digital printing process ensures artwork is sharp and clear from 
any distance. 

Please Note: Graphic Wall Pads that are silk-screened or made with adhesive vinyl  
shall not be considered equal.
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Class A Rated Fire Rated Graphic Wall Pads
Size/Quantity
	� __________ Standard size: 2' x 6' (Part No. 504912)

	� __________ 2' x 5' (Part No. 504911)

	� __________ 2' x 7' (Part No. 504913)

	� __________ 2’ x 8’ (Part No. 504914)

	� __________ Custom Size —_________ x _______ 

Please note: Manufacturer must be able to provide independent lab  
and test reports to verify compliance with above standards and certifications.

Please Select Wall Pads Style:

Standard Graphic Wall Pads
Size/Quantity
	� __________ Standard size: 2' x 6' (Part No. 504902)

	� __________ 2' x 5' (Part No. 504901)

	� __________ 2' x 7' (Part No. 504903)

	� __________ 2’ x 8’ (Part No. 504904)

	� __________ Custom Size —________ x ________

 
 
 
Please Select Wall Pad Color and Mounting Method:

Select Vinyl Color
		�� 01 White01 White 	� 02 Marine Blue 	� 04 Red
	� 05 Beige 	� 06 Orange 	� 07 Yellow
	� 08 Grey 	� 09 Maroon 	� 10 Royal Blue
	� 11 Black 	� 12 Purple 	� 13 Forest Green
	� 14 Kelly Green 	� 15 Navy Blue

 
Select Mounting Option:
	� Standard 1" fabric wrapped mounting flanges at top and bottom
	� Optional Z-clip at top and 1” flange at bottom
	� Optional Z-clips at top and bottom (no flanges)

	� Optional 3-Piece Channel System


